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Ihe object of this program is to develop gas generators covering an
output range of 50 to 10,000cc, with means of incorporating delay times
‘rom electrical pulse to propellant ignition of 0-2 seconds, with operzting

temperatures from -65° F to 212° F and storage temperatures from -80° F
to 300° F,
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PURPOSE . Z
(v L’(XM 7 .
The purpose of this project is to develop ipproved gas gomraton‘to

activete zinc-silver oxide batteries employing the Signal Corvs metal-

tube electrolyte-reservoir activating system. . It is desired to replace

the gas generators presently employed for this task w t which + 5
has a longer shelf life over a wider range of environmental conditions. ©r

The project consists of three major tasksr (1) design and development

of gas generators, (2) environmental testing, and (3) reports, conferences,

and shipment of prototype units.

PR
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ABSTRACT

conclusions based on the test results. The work consisted of &

investigation, test fixture evaluatior tests, and pressure-vs-time testing

’

. /"/"‘ e \\‘

of two propellant formulations.'’ - ; .
/ .. w v L4

/
I
i

As a result of the vendor survey UMC will conduct propellant evaluations /to

deternine whether or not the thermal stability of the two commercially

available propellants will equal or surpass bhaest=%£UME propellant N-1825, “\

I
/
Prope.lant N-1801 Mod A was found unsuitable for use after storage at 300° F/

due to decomposition,

Propellant N-1825 prepared by UMC exhibited a small percentage weight l&ss
during thermal stability testing at BQOO F for one week, In additian‘this
prope:lant exhibited low gas evolutior. when stored at 300° F for/ one week

as coripared to other propellants tested., It also displayedféatisfactory gas
output and more reproducible pressure-vs-time results (time-to-peak pressure
and peak pressure) than the N-5 standerd propellant. As a result of pre-
liminiry testing, it is anticipated that N-1825 propellant will be capable
of meeting the Signal Corps techrical requiremen® SCL-7564, This propellant

will be investigated further,

~

The UWE sealed match has proven effective for igniting the gas generators

under various temperature conditions, including 300°'F for 168 hours,
The redesigned test fixture has proved satisféotory.

A}
| ;
H

\
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CONFERENCES

Progress Review Meeting No. 3 was held at the U. S. Army Signal R & D
Laboratory on 8 November 1961 to discuss work accomplishment during the
first quarter of the contract. It was mutually agreed that UMC would:

(1) uzilize a sealed electric match to ohtain front end ignition of the
prope llant grain, (2) continue the propellant investigation with efforts
directed toward developing the grain or the gas generator, and (3) continue

the market survev for a commercially available propellant.

A conference was held at the U. 5. Arny Signal R & D Laboratory on
1 December 1961 to discuss future plans. UMC received approval of a

propellant work plan.
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TECHNICAL PERSONNEL

The following technical personnel have been assigned to this program and

have heen accredited with the approximate man-hours shown below,

Personne

E-

E,
R,
R,
D.

Stauder
Williams
Steele
Rittenhouse

Tharp

Approximate Man-Hours
43
70
549
69
33
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FACTUAL DATA

General, This section describes the work conducted during the second
quarter, It consisted of a propellant investigation, test fixture
evaluation tests, and pressure-vs-.time testing of two propellant

formulations,

Propellant Formulations, Based on the results of the literature survey
conducted during the first quarter and in an effort to obtain a compo-
sition with greater thermal stability than formulation N-1801 (pre-
pared during the first quarter), UMC formulated composition N-1825

vhich consists of the following:

Ammonium Perchlorate - 48,5%
Hycar 1000 x 103 - 15, O%
Guanidine Picrate - 36,09
Carbon Black - 0, &
100,0

1.2.1 Composition N-1825 was subjected to four 168 hour - 300° F thermal

stability tests, The propellart lost 2.76 percent and 3.19 percent
by weight in open containers ard 1,90 percent and 2,14 percent by

weight in closed containers, 7The tests were conducted as follows:

STEP FROCEDURE

1. Weigh four samples (approximately 2 grams each),

2. Place two samples in ointment tubes and crimp the ends,
3. Place two samples in open containers,

b4, Place all four ccntainers in an oven and let remain

for one weelk at 300° F.
S Weigh each of the samples on a Gram-atic balance and

determine the percentages of weight loss,
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Two of the samples were tested in ointment tubes to determine (1)
whether or not the tes* cortainer would be ruptured by pressure,

and (2) the effect of 1imited atmospheric oxyger on dezcmposition,

The thermal stability tes*ing showed *hat fermulation N-1825 loses
less weight than any other composition thus far tested (Formulation
N-1801 lost 3,35 percent in open zontainers and 2,04 percent in

closed containers).

1.3 Propellant Investigation, The rropellant investigation conducted by

UMC during this quarter consisted of the following:

a.

Ce

e,

A vendor survey to determine whether or not a suitable propellant
was commercially available,

Gas output *ests to determine *the volume of gas produced by given
weights of propellants,

Gas evolution tests tc determine (1) the pressure of gases evolved
and (2) the percent of weight loss and changes in physical qualities
after storage at 300° F for seven days in sealed pressu-e zaps:les,
Pressure-vs-time testing to determine the peak pressure, *ime-tc-
peak pressure, ignition time ard the affest »f temperature variation
on each of these parame‘ers,

Chromatographic gas aralysis ¢o determine the composition of the

propellent combustior gases,

1.3.1 A plan for condutting the propellan* investigation was prepared by UMC

and approved by the Signal Corps (See Appendix A), It was agreed tha-

the propellant investigaticr would be sompleted by 15 January 1962,




1.4 Vendor Survey, A new propellant procurement. specification was prepared
and a request for quotation was submitted to 11 prepellant manufacturers,
The specification is included in Appendix A, The manufacturers and con.
densed statements of their replies are listed below:

a, 0Olin Mathieson has no propellant which meets the specification,

b, Propellex has no propellant which meets the specification,

¢o Atlantic Research states that they nan tailor an existing propellant

to meet the specification during a six.week development program,

d. Hercules Pcwder has a propellan* whizh migh* meet the specification,

However, all high temperature propellants are in the experimental
stage and the ~ompositions are proprietary,

¢, Aerojet General has no propellant whizh mee%s *he specification,

t. Thiokel has propellant TP-J.3000 which should meet *he requirements,
The bid was received *oo late, howswer, +2 <b*air the propellant by
the cutoff date of 1¢ Jarvary 1962, °

&e Amcel Propul sion has nc propellant whi:zh mee*s “he specification,

Y. Leockheed Propulsion (Formerly Grand Central Rocke*) has ro pro-

pellant which meets the specificatior,
3« Rocketdyne proposed to develip a propellar® *o meet, *he specifi-
cation during a six.month developmert prrgram,

do U, S, Naval Propellart has no propellant which meets the specificating,

¥. B, F, Goodrizh has a propellar® whizh *hey feel will mes* all of the

requirements, The composition is zlassified confidential, but it is
similar to UMC propellan* formulation N.1801 (described in Quarterly
Report No, 1), This propellunt will be tested during the third
quarter since the bid was received after the 15 January 1962 cutoff

date,
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1,5 Propellan Preparation, UMC continued with the investigation of a pro-

pellant which would meet the specifications, Three types were prepared
and tested, These included N-5, which is the standard propellant, and
two UMC propellent formulations, N-1825 and N-1801 Mod A,

1.5.1 After transferring N-5 propellant from stock, certification was

ascertained and a moisture analysis was conducted,

1,5.2 Propellant N-1801 was mixed in accordance with Preparation Procedure

No. M-l (Appendix B). The propellant was extruded into random
lengths with a ,390 ¥ ,020-inch diaméter in accordance with Procedure

No. E-1 (Appendix B). A moisture analysis was conducted,

1.5.3 The preparation of Propellant N-1825 consisted of preparing guanidine

1.6

picrate in accordance with Preparation Procedure G, P, 1 (Appendix C),
mixing the propellant in accordance with Preparation Procedure M-2
(Appendix C), extruding the propellant into random lengths with a

.390 ¢ ,020-inch diameter in accordance with Procedure E-1 (Appendix

B), and conducting a moisture analysis,

Moisture Analysis, A moisture analysis was conducted on each of the
~hree propellants to determine the percentage of moisture absorbed
during open air storage. The tests were conducted in duplicate, using
approximately l-gram samples of extruded propellant, The original
samples were placed in a 212° F oven for one hour and then weighed.
‘The N-5 propellant showed signs of deterioration with a 1,75 percent
weight lcss, change in cclor from red to black, and exudate on the

surface, The N-1825 and N-1801 Mod A propellants showed less than




.10 percent at this point, As a result of the deterioration of N-5 the
tests were conducted at 160° F for three hours, Table I shows the

results of the moisture analysis,

TABLE 1

MOISTURE ANALYSIS

Propellant Sample No, 1 Sample No, 2
N-5 .228% .233%
N-1825 .1c0% 1409
N-1801 Mod A .043% .036%

1,7 Rated Gas Output, Tests were conducted on compositions N.5, N-1801

Mod A, and N-1825 in order to determine the gas produced by each pro-
rellant composition in terms of cubic centimeters gas output per gram

of propellant,

1,7.1 The tests were conducted in triplizate with approximately 0,3 gram
samples of each propellant., The samples were burned in a Parr gas
evolution bomb fitted with a 0-100 psi pressure gage, After burning
each of the propellant samples, the bomb was immersed in boilirg water
and allowed to pressure stabilize, The pressure at 100° C was ther

substituted into the following equa*tion and the gas volume calculated:

Equation 1: v« 2232 5\-8

Where: V = gas volume, cc/gm
P = pressure, psi
W = sample weight, gm
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Derivation of Equation is as follows:

= LB Lo oyy. D
V= W "po T \vl) T1 (Vl)

Total gas evolved at STP in cc/gm
Sample weight in grams

where:

Pressure reading on gage PSI
STP Pressure = 14,7 PSIA
STP Temperature = 273° K

Ambient temperature = 2980 K
Volume of bomb = 46.5 cc

(Vl) = Volumn of air in bomb at STP

oW n W wnn u

H<HERYYYE <
(e

o)

-3
-

Substitution of known values yields:

1 14,7 + P 27 _ 213
ve g LnEE 22 (s.s) - 23 (86.5)

This equation reduces to:

v= 2,32P -8,5
W

Table II shows the results of this testing.

TABLE 1I

GAS OUTPUT
(cubic centime:ers per gram)

Propellant Type Sample No, 1 Sample No, 2 Sample No, 3
N-5 627 658 652
N-1801 Mod A 673 729 728

N-1825 546 535

Absolute pressure reading PSIA = Pg + Po

Temperature of bomb and fittings = 373° K

541

Ave,
646

710
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1,7.2 The data shown in Table II indicates the superiority of propellant
N-1801 Mod A with regard to gas output, Based on this data, the
following propellant weights would be required for a 950 cc gas
generator assuming 100 percent efficiency:

N-5 -2%Occ = 1,47 gm
hbce/gm
N-1801 Mod A -950cc = 1,34 gnm
710cc7gm
N-1825 -9%0ce =1.,75gm
51&1cc7gm
1.8 (ias Evolution, Gas evolution tests were conducted on propellants N-5,

N-1801 Mod A, and N-1825, The purpose of these tests was to determine

1.8.1

71) the pressure of gases evolved during high temperature storage for
seven days, (2) the amount of weight loss during high temperature storage
Sor seven days in sealed units, and (3) the changes in physical

characteristics of the propellants,

Tests were conducted in duplicate, using propellant grains of approxi-
mately equal weights,- The propellant samples were measured, weighed,
and then loaded into pressure capsules (Figure 1), As shown by
Figure 1 the needle valve is used for bleeding the evolved gas for gas
analysis; the opposite end is fitted with a 300 psi rupture disk for
safety purposes, Variation in free volume within the capsules due to
differences in grain sizes was adjusted by adding metal washers so
that all capsules had similar free volumes, The pressure capsule‘
volume was 9,2 cc while the propellant volume was 4 cc, leaving a free

volume of 5,2 cc.
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FIGURE 1
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1.8.2.3
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1,8,2 The two pressure capsules containing N-5 propellant were placed in a

200° F oven and the capsules containing N-1801 Mod A and N-1825 pro-
pellants were placed in a 300° F oven. (NOTE: N-5 propellant was
limited to 200° F based on elevated temperature storage test results
conducted by the Signal Corps which showed gas generators loaded with
N-5 have a useful life of approximately 7.3 days at 220° F and 22 days
at 200° F,) Pressure readings were taken after one hour, They were
then repeated every 24 hours for 168 hours (See Table III for pres-

sure readings obtained),

1.8.2,1 The readings of O psi and 8 »si for capsules 3 and 4 were in error

as explained in paragraph 1.3,2.2, The results show that in
utilizing N-1825 propellant at 300° F storage pressure buildup
within the gas generators is reduced by approximately one-fourth
when compared with N-5 at 200° F, These tests also indicate that

N-1825 propellant exhibits little tendency for decomposition,

At the end of 168 hours storage at elevated temperatures all pres-
sure capsules under test were post-mortemed to determine physical
changes of the propellant samples with respect to dimensions and

weight, Post-mortems of pressure capsules 3 and 4 showed that the

300 psi burst disks had been ruptured, indicating a decomposition,

Table IV shows the physical narameters of the propellant samples
before and after temperature storage, This data indicates the

superior thermal stability of N-1825 propellant when compared
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TAELE III

PRESSURES GENERATED DURING ELEVATED TEMPERATURE

N-5* (200° F) N-1801 MOD A (300" F)  N-1825 (300  F)

Time Capsule Capsule Carsule Capsule Capsule Capsule

Hours No, 1 No. 2 No. 3 Noo L No., S No. 6
1 - - - - - -
2l 5 3 B - - 8
L8 20 21 8 - - 10
72 L3 50 8 - - 10
96 55 71 8 - - 12
120 63 85 8 - - 12
1A 68 98 8 - - 20
168 70 110 8 - 15 30

*Post-mortem showed 300 psi safety disk was ruptured.

[
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PHYSICAL DATA ON PROPELLANT SAMPLES

(Rreoviasecs

TABLE IV

FEFORE AND AFTER EVIATED TEMPERATURE STORAGE FOR 168 HRS.

-15 -

Grain Diameter Befare (in.)
Grain Diameter After (in.)
Grain lLength Befare (in.)

Grain length After (in.)

Weight Before (gms)
Weight After (ems)
Weight Loss (gms)

Percent, Weight Loss

N-5 (200° F) N-1801 MOD A (300°F)  N-1825 (300  ¥)
Norl. Norz. Nord. ook Nous. Neeo
.392 .391 .392 .392 «390 .350
«375 .38 1i20 .18 .389 +389
1.998 1.999 1.913 1.912 1.997 1.992
1.999 1.97¢ 1.895 1.824 1.979 1.934
5.3148  5.2965  5.3160  5,3182  5,3125  5.3170
5.1355  5,1070  L.L196  L.3586  5.2871  5.2890
«1793 .1895 P96l 9596 .025) .0280

3.37 3.57 16.86 18,0k L8 53




T

i

PRr—.

ammg Samg GmaN  teemg  beed

1,8,2.4

1.8.2.5
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with N-5 and N-1801 Mod A, Figures 2, 3, and 4 show their
respective grains in the condition in which they were removed from

the pressure capsules,

Figure 2 shows a gummy substance on the N-5 propellant grain which
is attributed to the exudation of nitroglycerin, The N-5 grains

were soft and had changed in color from red-orange to black,

Figure 3 shows the deformation of the N-1801 Mod A propellant
grains, The surfaces of these grains were covered with a granular
substance which chemical analysis proved to be principally ammoniur
perchlorate and some nitroguanidine, It is postulated that the
ammonium perchlorate was forced to the surface as the nitro-

guanidine sublimed,

Figure 4 shows the smooth surface and excellent condition of the
N-1825 propellant grain, Although the surface color of the grains
had changed from green to black, cross-sectioning showed that the
color change was only on the surface, The grains had increased in
hardness from a durometer 50 to a durometer 95, The hardening is

attributed to the curing of the Hycar 1000 x 103 rubber fuel binder,

These tests have shown that N-.1825 propellant exhibits excellent
thermal stability when stored at 300° F for seven days, The 48
and .53 percent weight loss is attributed to the loss of residual
solvents and is deemed insignificant when compared to the 3,37
and 3.57 percent weignht ioss exhibited by the standard N-5 pro-
pellant,
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Pressure-vs-Time Tests, Pressure-vs-time tests were conducted on
sach of the three propellant compositions (N.5, N-1801 Mod A, and
N-1825) to determine the effect of temperature variation on peak pres-

sure, time-to-peak pressure, and ignition time,

1.9.1 A total of 66 gas generators were tested, Twenty-two units were

1.9.2

1.9.3

b e s

loaded with N-5; 22 units were loaded with N-1801 Mod A; and 22 units
were loaded with N-1825, Each generator was loaded as follows:
a, Propellant grain - (1) diameter ~ ,390 * ,020 inch
(2) 1length ~ 1,00 % .020 inch
b, Ignition material - 1,5 gram of standard ignition material, 666

¢, Igniter - One UMC sealed electric match,

The units were tested in the test fixture shown in Figure 5, and the

pressure-vs-time test results are presented in Tables V, VI, and VII,

The chart below shows the variations of the three propellant com-

positions over the temperature range shown in Tables V, VI and VII,

Percent Variation from Mean

Temperature Peak Time-to-Peak
Composition Range Pressure Pressure
N-5 -65 to 200° F 3.7 39
N-1801 Mod A* -65 to 300° F 16.3 22,6
N-1825 -65 to 302° F 30.4 14,1

*Results do not include 300° F temperature storage
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CUNIDYNAMICE D - 25 -

All units containing compositions N-5 and N-1825 functioned normally,
Composition N-1801 Mod A functioned properly except when it was stored
at 300° F, The two units stored for 72 hours at 300° F blew out the
base plugs, One unit was fired after 120 hours at 300° F with the
base plug physically contained. The leadwires were blown from this
unit, thus allowing leakage. During each of these tests the pressure
ahead of the burst diaphragms was in excess of 3,500 psi. The three
remaining gas generatérs which had been stored at 300° F were not
fired because the test fixture was not designed to withstand such

high pressures,

The pressure-vs-time test resu.ts show that:

a. Composition N-1825 gives more reproducible results with respect
to pressure-vs-time than composition N-5,

b. Composition N-1801 Mod A is unsuitable for 300° F applications,

¢. Time-to-peak pressure on N-1825 is 719 ms average compared to
531 ms average for N-§5,

d. Gas output of N-1825 is 541 cc/gm compared to 646 cc/gm for N-5,

1,10 Combustion Gas Analysis, A gas analysis to determine the gases

produced upon the combustion of the propellantb was conducted since
the gas generators utilizing the propellant will be used in the auto-
matically activated zinc-silver oxide batteries employing the Signal
Corps metal tube electrolyte reservoir activating system, It was con-
sidered that large quantities of acidic gases would be detrimental to
this system, The total quantitative analysis of the combustion
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TABLE VIII

PERCENTAGE AND COMPOSITION OF COMBUSTION GASES

Percentage of Progellant Formulations

© N-5 N_1801 Mod A
9.5 11.5
16.7 10.9
40.5 16.8
16.9 10,8
14,7 3l.b4
..... 18,8
1.5 e
0.2 trase

* Total acidity expressed as HCL

N-1825
12,9
17.4
21,4
9.7
20,7
15.5
1.8
n.6
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gases produced by compositions N.1801 Mod A and N-1825 was obtained *
by integrating the results of three separate analyses, The three
contributing analyses were: (1) the H O determination, (2) the HC1
determination, and (3) the chromatographic analysis of the other com-
ponent gases (HZ, N», CO, COp, CHy, and 02). Ho0 and HCl were determined
separately due to the fact that they could not be clearly identified on
the chromatograph, Other methods such as bubbling the combustion gases
through KOH, NaOH, and precipitation tests using AgNOB, will be used

to confirm the HC1l content of the gases, The analysis of N.5 combustion
gases was conducted in the same manner with the exception of the HC1
determination which was not required., A detailed description of the
three analyses and the manner in which the results were integrated to
obtain the complete analysis can be found in Appendix D, Table VIII
gives thé results of the combustion gas analyses for the three pro-

pellant compositions,

Test Fixture Evaluation,

1,11,1 Standard 950 cc gas generators were tested in the test fixture shown

in Figure 6, The purpose of thsse tests was to establish the instru-
mentation setup and pressure.versus-time traces for standard units in
this test fixture in order that test data from gas generators loaded

with new propellants could be c¢ompared with that of standard units,

1,11,1,1 Figure 7 is a schematic diagram of the instrumentation setup

established during the firing of the first five units, The initial
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CUNIDYNAMICS ) -30 -

five units did not yield pressure-versus-time curves on scope

No. 1. The pressure rise and rupture of the disks occurred at
such rapid rates after ignition that the sweep speed on the scope
must be fast (5 ms/cm), An electronic counter was, therefore,
placed in the instrumentation setup., The counter is triggered by
the firing pulse, Oscilloscope No. 1 is triggered by the pressure
rise in compartment 1 of the test fixture and a pulse from the
oscilloscope then stops the counter, The time on the counter is
then added to the time reading from the trace on oscilloscope No,

1 to determine time from firing pulse,

Ten standard 950 cc gas generators were tested at ambient con-
ditions., Subsequent testing showed that the test fixture leaked
at the welded joint which holds the exhaust plate in place (See

Figure 6), This leakage voided the data which had been obtained

previously,

As a result of the above testing, the test fixture was redesigned
and the welded joint was replaced with O-rings on end side of the
exhaust plate as shown in Figure 5. The redesigned fixture was
checked by filling compartment III with water and pressurizing

compartment II with 150 psi air, No leaks were detected,

Ten additional standard 950 cc gas generators were tested to
characterize the test fixtu-e pressure-versus-time data, Table

IX shows the results of this testing., These tests show that an




—

et

1,11,2

CONIDYNAMICE D -31 -

average peak pressure of 113 psi in an average time to peak of
850 milliseconds is required to duplicate the standard gas

generators in this test fixture,

In order to more closely simulate with the test fixture the actual
conditions experienced in the zinc-silver oxide batteries, the same
type of copper burst diaphragms as used in the BA-472/u batteries
were procured from Eagle-Picher, along with information concerning
the burst pressures of the diaphragms, These diaphragms burst at
the following pressures when used in the BA-472/u batteries: Nos,
1 and 2 burst at 800 psi and Nos, 3 and 4 burst at 1000 psi with an
overall range of burst pressures from 600 to 1300 psi, Based on
this information, the burst disk adaptors were machined to allow
the copper diaphragms to burst at similar pressures, Using
nitrogen pressure and the test fixture (Figure 5), the diaphragms

burst as shown in Table X,
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TABLE IX

PRESSURE-VS-TIME FOR TEST FIXTURE EVALUATION
USING STANDARD 950 CC GAS GENERATCR

Propellant - N5
Ignition - From 6 V DC
Temperature - Ambient

Ignition Peak Pressure Time-to-Peak Peak Pressure Time-to-Peak

;.‘I_g:i Tim:ec ) Ch?.r;tgzx)' I Cha?:;x)' 1 Chaxzxg)ll Cha.ra::i II
1. 300 (1) (1) 50(2) 1600
2. 340 1140 33 140 800
3. 300 1120 82 95 800
4, 500 1190 34 110 950
5, 40O 1200 29 110 800
6. 300 1230 27 130 750
7. 220 1300 28 (1) (1)
8. (1) 1330 26 (3) (3)
9. 760 1175 22 70 1100

10, 280 870 22 140 250

Average 433 1173 3 101 969

(1) Scope did not trigger
(2) Test fixture leaked
(3) WVrong sweep speed on scope
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TABLE X

BURST PRESSURES FOR COPPER DIAPHRAGM

Test Adaptor Adaptor Adaptor Adaptor
No, No, 1 No, 2 No, 3 No, b4
1, 650 725 1075 1125
2, 650 75 1075 1175
3. 685 793 1075 1090
b, 650 799 1075 1175
Se 650 725 1075 1025
6. 650 759 1075 1090
7. * * 1075 1000
8. * * 1075 1050
9. * * 1075 1200
0, * * . 1100 1050
Average 656 755 1077 1098

* No test
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2. CONCLUSIONS.

2,1 General, The following conclggiona have been reached from the work con-

ducted during the second quarter: |

a., As a result of the vendor survey UMC will conduct propellant evaluations
to determine wﬁethef or not the thermal stability of the two commercially
available propellants (Thiokol and B. F. Goodrich) will equal or
surpass that of UMC propellanv N-1825 (See paragraph 1.L).

bs Propellant N-1801 Mod A is unsuitable for use after storage at 300° F.

¢, Propellant N-1825, prepared by UMC, has exhibited a small percentage
weiéht loss during thermal stability testing at 300o F for one week.
In addition, this propellant has exhibited low gas evolution when
stored at 300o F for one week as compared to other propellants tested,
satisfactory gas output, and more reproducihle pressure-versus-time
results than the N-5 standard propellant. As a result of the pre-
liminary tests of propellant N-1825, it is anticipated that this
basic formulation will be captble of meeting the requirements of
the Signal Corps Technical Requirement SCL-7564 and, therefore, will
be investigated further.

d. The UMC sealed match has proven effective for igniting the ges genefators
under various temperature conditions, including 300o F storage for
168 hours.

e. The redesigned test fixture hes proved satisfactory.
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3.1

3.2

3.3

3.L

3.5

PROGRAM FOR NEXT INTERVAL. ®

Propellant Investigation. During the next interval, it is planned to

continue the propellant investigetion in order to evaluate Thiokel and
B. F. Goodrich propellants which have been located through the vendor
survey. These propellants will be tested in accordance with the propellant

work plan in Appendix A of this report.

Ignition Tests. Tests will be conducted on delay electric matches to

determine charge weights and delay column heights.

Gas Evolution. Gas evolution tests will be conducted on larger propellant

grains (N-1825) theoretically capable of producing 10,000 cc of gas.

These tests will be conducted in sealed pressure capsules.

N-1825, Propellant formulation N-1825 will be modified and tested to
determine the effect of the particle size of the ammonium perchlorate on
time to peak pressure and peak pressure, In addition the amounts of
ammonium perchlorate and guanidine picrate will be varied to ascertain
the effect for manufacturing control purposes and time to peak pressure

and peak pressure.

o
Extended Storage. Unit will be tested after storage at 300 F for 30

days to further characterize the propellant. Sixteen units will be loaded
and stored at 300° F. Four units will be tested each week to determine

the effects on pressure versus time characteristics.




3.6

3.7

3.8

- % -

Shock and Vibtration, Units will be subjected to shock and vibration to

sscertain the effects on the propellant after storage at 300° F and

-80° F for seven days.

Temperature Change. Tests will be conducted to determine the rate of

propellant grain temperature change upon removing from high or low
temperature storage. This will te accomplished by inserting a thermo-
couple into the propellant grain in a loaded gas generator and recording
grain temperature change and time after removal from elevated or reduced

temperatures.

Fxhaust Gas. Tests will be conducted to establish a procedure for deter-
mining the amount of HCL in the combustion gases. Methods will include
tubbling the combustion gases through standardized KOH or NaOH solutions

in addition to precipatation methods using AgN03.
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PROPELLANT WORK PLAN

REFERENCE: QUARTERLY PROGRE55 REPORT NO. 1

Page 41, Paragraph 2.4,2

SIGNAL CORPS CONTRACT NO. DA-36-039 SC-87362

U, S, ARMY SIGNAL RESEARCH AND DEVELOPMENT LABORATORY

FT. MONMOUTH, NEW JERSEY

UNIVERSAL MATCH CORPORATION
ARMAMENT DIVISION
CRAB ORCHARD OPZRATIONS

MARION, ILLINOIS

Universel Match Corperation Seint Lovis 35, Missouri, US.A.
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PROPELLANT WORK PLAN

INTRODUCTION

This work plan is to be used for the procurement, preparation, testing,
and characterization of candidate propellant formulations which are
theoretically capable of meeting the specification requirements of

Signal Corps Technical Requirement SCL-7564,

This work plan is to be incorporated intc and become a part of the work
plan which appears in the appendix of Quarterly Report No. 1 on Signal
Corps Contract No. DA-36-039 SC-87362., Refer to Paragraph 2.4, Page 41

of the referenced report.

To characterize the chemical and physical properties of a propellant
based on comparative analysis, assuming all test conditions to be equal,
some standard must be selected as the reference point. Since N-5
propellant has a proven history in the same gas generator application
for which the high temperature stable propellant developed under this
contract will be used., N-5 propellant has been selected as the standard.

Hence, N-5 propellant will be subjected to all tests cited herein,.

It is anticipated that up to five different propellant compositions
will be subjected to the tests as outlined herein for comparative

analysis.,

On completion of the propellant investigation, all information collected
will be tabulated and analyzed and a meeting held betwsen UMC and the

Signal Corps personnel to discuss the results,

Seint Lovie 35, Missowri, U.S.A.
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2. PROPELLANT PROCUREMENT REQUIREMENTS

a. The propellant must be capable of withstanding, without degradation,
168 hours (7 days) storage at 300° F.

b. Burn rates to peak pressure must be reproducible within plus or
minus 5% over a temperature range of -65° F to 212° F and after (a).

c. Propellant must give reproducible peak pressures and time-to-peak
pressures within plus or minus 5% after being subjected to §
cycles of thermal shock, each cycle consisting of 3 hours at
-80° F followed immediately by 3 hours at 212° F,

d. Propellant must produce the rated volume of gas plus or minus 5%
after being subjected to any ~r all of the temperatures discussed
above,

e. Propellant must have physical characteristies such that it will
withstand vibration of 35 g's, $-2000 cps, after being stabilized
at -80° F to 212° F, when loaded in gas generators, in addition
to shock of 250 g's with a rise time of 6 to 11 milliseconds under
the same conditions.

f. Propellant must produce a minimum amount of slag.

g. Propellant must have a minimum of 300 cc/gm gas output,

h. Flame temperature must be no rreater than 3600° F. (Isobaric)(Tp)

i. Composition of propellant must be supplied and certified.

j. Propellant must be capable of being supplied in grain sizes of
.390- to .700-inch diameter and a minimum of 6 inches in length,

k. The use of materials which do not conform to MIL.Spec should be
avoided when possible.

Universal Match Corperation Saint Lovis 35, Missowri, U.S.A.
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PROPELLANT BATCH PREPARATION

A sufficient batch of each type propellant selected for tests will be
prepared and/or purchased to conduct those tests as required by
Sections 4 through 7 of this work plan. The following information will
be collected and recorded for each batch of material prepared and/or
purchased:

a. Manufacturers Certification of propellant constituents.

b. Chemical analysis of propellant

¢. Moisture analysis of propellant

d. Preparation procedures if UMC manufactured

RATED GAS OUTPUT

To determine the rated volume of gas produced by the propellant in

terms of cc/gram at ambient conditions, the following test will be

conducted:
Number of Weight of Method Measurement
Samples to Sample to of to be
be Tested be Tested Test Taken
3 0.3 gram Place sample in Output of

Parr gas-evolution sample cc/gram
bomb and ignite

Universel Metch Corperation Saint Lovis 35, Missowri, US.A.
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f. Compare the results of the candidate propellant samples with
the results of N-§5 propellant. If candidate propellant
samples have similar pressure rises equal to N-5 for the
seven day period, the candidate shall be considered to be

suitable for further evaluation.

(1) Reference 7 (this work plan)

Universel Match Corperation Seint Levis 35, Missouri, U.S.A.
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5. GAS EVOLUTION @ 300° F

The purpose of the tests is to determine the following:

a.

b.

Pressure of gases evolved during 300o F temperature soak at
various time intervals.

The amount of propellant weight loss during 300° F temperature
soak for one week in pressure sealed units.

The changes in physical qualities of the propellant.

Procedure

a.

*b.

Load candidate propellant samples (2 each type propellant) in
pressure capsules. The pressure capsules are shown in Figure 1,
The propellant sampies lcaded into *he capsules shall have:

(1) ecqual diameters, (2) eaual weights, (3) length varving to
give equal weight, and (4) npproximatelv equal free volume. Any
excess volume due to short grains shall he taken up by inserting
metal slugs into the capsule,

Place pressure capsules in 3000 F oven and record pressures at
the end of the first hour and then every 24 hours for ? days.
*N-5 propellant to be subjected to 200° F,

Remove the capsules from oven and bleed evolved gas into a
closed bomb for transport to tnhe chromatograph. (1)

Remove the propellant sample and record weight, length, and
diameter and compare with original figures.

Examine propellant sample under microscope for porgsity and other
physical changes, and take photo micrographs of the sample in
addition to photo micrographs of propellant samples which have

not been temperature soaked.

Universel Meaich Corporation Saint Lovis 35, Miseouri, U.S.A.
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§ 6. PRESSURE.VS.TIME TESTING.

Tests will be conducted to establish the following characteristics
of the propellant:

a. Peak pressure

b. Time-to-peak pressure

c. Ignition time

d. Affect of temperature variation on Items a-c.

These tests will be conducted using the test hardware design as
shown bv Figure 2 and wilil ve l:aded as follows:®

a. Physical dimension of provellant grain - ,390 + ,020 dia.

[———

x 1.0 + ,020 length

b. Ignition material - A66 equal amount for all tests

Somsnd

¢. Ignition element - one sealed match

b ted
?

3

The units fabricated will be subjected to the environmental test

T conditions as shown by Table I.
!
; TABLE I
]
{
Number of

{ Units to Conditioning Time at
! be Tested Temperature Temperature
! 4 Ambient —
§ 4 «650 F 4 hours
' 4 212o F 4 hours
) 2 300o F 72 hours
: 2 3000 F 120 hours
’ 2 300° F . 168 hours

4 thermal shogk 3 hrs, each
'3 betweeno-so F temperature
! and 2127 F 5 cycles

© Universal Match Corporation Seint Lovis 35, Missowri, U.S.A.
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Upon completion of the environmertal test conditions, the units
will be test fired in the 950 cc test fixture and the following
information recorded:

a. Ignition time

b. Time-to-peak pressure

c. Peak pressure

d. Condition of test hardware resulting from (1) temperature,

(2) erosion, and (3) slag deposit.

" Universal Match Corporation Seint Lovie 35, Missouri, U.S.A.




armament division

T ey

7. CHROMATOGRAPHIC ANALYSIS OF COMBUSTION GASES

A chromatographic analysis of combustion gases will be conducted on

those propellants which fulfill the thermal stability, burning rate

tolerance, and gas output tolerance requirements to determine the
actual gas analysis. The analysis will be conducted as follows:

a. Three-tenths gram of the propellant will be burned in a closed
bomb fitted with a valve for removal of the gas.

b. A sufficient quantity of gas to £ill the gas chromatograph
sampling tube will be released from the bomb while it is
immersed in boiling water. (The bomb is immersed in boiling

- water to vaporize the H,0)
¢. Each gas expected to be in the combustion nroducts will be
passed through the gas chromatograph for calibration of the

instruments. Commerciallv ohtained gases will be used. It

is anticipated that the following gases will be used in the

[ N " Y -

calibration:
v (1) Nitrogen

(2) Carbon monoxide
il (3) Carbon dioxide
(%) Hydrogen
(5) Water (distilled)

} (6) Hydrogen chloride

(?7) Methane
% (8) Armmonia
(9) Oxygen

The above procedure will also be used in determining the gas

| Universsl Match Corporation Seint Lovis 35, Missowri, US.A.
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evolved during the 300° F temperature soak. This test will also

be conducted on N-5 propellant and the results compared to the

theoretical values given in the SPIA manual.
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PROCEDURE NO. M-l

STANDAFD PREPARATION PROCEDURE FCR FORMULATION N-1801, MOD A

See Quarterly Report No. 1 for photographs of the extruder mixer and associated
assemblies. To prepare & L00-gram lot of propellant N-1801, MOD A, the following

composition and procedures are used:

Ingredientss
Ammonium Perchlorate  66.5% - 266 gm.
Hycar 1000 X 103 = 15.0% ~ 60 gm.
Nitroguanidine - 18,0% - 72 gm.

Carbon Black ~ 0,58 - 2 gm,

Ingredient Certifications:

L ]

Ammonium Perchlorate -~ Cer3ifiel *o JAN-A-192, Grade I, Class B

Hycar 1000 X 103 - Certified by the 5. F. Goodrich Chemical Company

]

Nitroguanidine - Certified to JAN-N-49i-3-HD~5307

Carbon Black - Certifiea to JAN-(-3064

rommndg

e - &

Preparation of Ingredients:

- STEP PROCEDURE
é 1. Dry the smmcnium perchlorate for 16 hours at 160o F, .,
I’ then pass through a 50-mesh sieve.
2. Place the Hycar 1000 X 103 under 200 ml of hexane
and allow to soak for 2 hours.
3. Dry the nitroguanidine for 16 hours at 160° F.
L. Dry the carbon black for 16 hours at 160° F.

Universel Match Corporation Soint Lovis 38, Missowri, US.A.
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PROCEDURE
Place the 60 gm. of pre-softened Hycar 1000 X 103
in a one-quart sigma blade mixer with the 200 ml
of hexane in which it was soaked.
Operate the mixer for five minutes to break up the
Hycar,
Add the 2 gm. of carbon black and operate the mixer
for two minutes to blend this material with the Hycar.
Add the 72 gm. of nitroguanidine and operate the
mixer for f_ve minutes to blend this material with
the Hycar and carbon black.
Add approximately one half of the ammonium perchlorate
and operate the mixer for two minutes,
Add the remaining ammonium perchlorate, and operate
the mixer for an additional two minutes.
Scrape down any ingredients which have collected
on the mixer walls using a rubber spatula, and
incorporate these into the main bulk of the propellant.
Operate the mixer continuously for 30 minutes, then
visually inspect the mixture for uniformity.
If uniform in appearance, remove the hexane solvent
from the mixture in the following manner:
a. Apply a vacuum to the mixer using a water aspirator,
b. Operate the mixer for ten minutes with vacuum,

then visually inspect the mixture for uniformity

Saint Lovie 38, Missouri, U.S.A.
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PROCEDURE
and degree of dryness.

¢. If hexane is still present, operate the
mixer for an additional five minutes while
vacuum is applied; then visually inspect
the mixture for uniformity and degree of
dryness.

d, If neceésary, operate the mixer with vacuum
for one-minute intervals., Continue the one-
minute intervals until the composition is
solvent-free and of a uniform, well-granulated
appearance.

Transfer the composition from the mixer to an

evaporating dish, Place the material in a 160° F

oven for 16 hours to remove residual solvent.

Saint Lovis 38, Missouri, US.A.
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! , PROCEDURE E-{
Standard Procedure for Extruding Propellant Grains

The following is a guide for extruding propellant grains.
STEP : PROCEDURE

NOTE: Prior to entering the extrusion bay shut
off extrusion press and bleed all hydraulic
lines.
1. Place the metal blank in the bottom of the extrusion
chamber and fill the chamber with propellant.
2. Press the propellant -5 360 + 20 psi and hold the
i pressure for one minute,
3. Refill the chamber witr propellant and repeat Step 2.
L, Repeat Step 3 until the desired amount of propellant

is in the chamber.

[QEee——
+ 3

.- Se Remove the metal blank from the bottom of the chamber.
iA 6. Place the die with the monoperforated element in the
I' bottom of the extrusion chamber.
’ 7. Extrude the propeilant by applving 475 + 25 psi.

8. Cut in random lengths of 12 to 30 inches for

transporting purposes,

Universel Maich Corporation Saint Lovis 38, Missowrl, US.A.
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PROCEDURE G.P.1

Stand Preparation Procedure o idine Picrate

The following procedure will be used to prepare guanidine picrate in

approximately a 400 gram batch.

Material
1. Guanidine Nitrate, Reapgent Grade

2. Picric Acid with 10 percent H,0, Reagent Grade

STEP PROCEDURE
- 1, Dissolve 350 grams of picric acid (containing 10 percent water)

in 1000 ml. of methyl alechol with heating and stirring.
2. Dissolve 170 grams of guanidine nitrate in 200 ml, of distilled
water with heating and stirring.

3. While the picric acid solution is stirring vigorously and

§ - L] nm—)

almost to the boiling temperature, add the hot guanidine

vk

nitrate solution in a fine stream.

L, After all of the guanidine nitrate solution has been added,

continue to heat and stir the puanidine picrate suspension for
five minutes, then cool.

5. Filter the guanidine picrate on a Buchner funnel using No. 1
filter paper.

6. Wash the product three times with hot distilled water, then

three times with hot methyl alcohol,

Universel Maich Corporation Salnt Lovis 35, Missowri, U.S.A.
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STEP PROCEDURE
7. Remove the guanidine picrate from the filter and place in
o
a 160 F oven for 16 hours to dry.
8. When the guanidine picrate is thoroughly dry, determine its
melting point. To be acceptable the melting point must be
0 o
k2 +2 C,
1
i
H :
i
7
L
Universal Match Corperation Saint Lovis 35, Missowrd, U.S.A.
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URE NO, M-2

STANDARD PREPARATION PROCEDURE FOR FORMULATION N-1825

To prepare a 400-gram lot of propellant N-1825, the following ingredients

and procedures are used:

Ingredients
Ammonium Perchlorate - 48,.5% - 194 gm,

Hycar 1000 X 103 - 15,08 - 60 gm,

Quanidine Picrate - 36,0% - 144 gm.

. Carbon Black - 0.55- 2gm,
1 Ingredient Certifications:
Ammonium Perchlorate - Certified to JAN-A-192, Grade I, Class B
I Hycar 1000 X 103 - Certified by the B, F., Goodrich Chemical Company
v Guanidine Picrate - Prepared by UMC. There is no specification available

* o

for certification,

Carbon Black - Certified to JAN-C-306

[p——
5 .

1' Preparation of Ingredients:
3 p ‘
i 1, Dry the ammonium perchlorate for 16 hours at 160°F,

then pass through a 50-mesh sieve,

2, Place the Hycar 1000 X 103 under 200 ml of hexane
i and allow to soak for 24 hours,

] | :

Universel Match Corporation Seint Lovis 38, Missowri, U.S.A.
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STEP PROCEDURE
? 3. Dry the guanidine picrate for 16 hours at 160°F,
, then pass through a 50-mesh sieve,
4, Dry the carbon black for 16 hours at 160°F.
Mixing Procedure;:
STEP PROCEDURE
1. Place the 60 gm. of pre-softened Hycar 1000 X 103

in a one-quart sigma blade mixer with the 200 ml

of hexane in which it was soaked,

- 2, Operate the mixer for five minutes to break up the
- Hycar,
- 3. Add the 2 gm. of carbon black and operate the mixer

for two minutes to blend this material with the Hycar.

4, Add approximately one third of the guanidine picrate,
and operate the mixer for two minutes,
i 5. Add another third of the guanidine picrate, and operate
the mixer for two minutes,
; 6. Add the remaining guanidine picrate and operate the
mixer for two minutes,
7. Add approximately one third of the ammonium perchlorate

{ : and operate the mixer for two minutes,

5 8. Add another third of the ammonium perchlorate, and

operate the mixer for two minutes,

Universel Match Corporation ‘ Saint Lovis 35, Missowrl, U.S.A.
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, STEP PROCEDURE
|
‘ 9. Add the remaining ammonium perchlorate and operate
? the mixer for two minutes, .
10, Scrape down any ingredients which have collected on

the mixer walls using a rubber spatula, and incorporate
into the main bulk of propellant.,
11, Operate the mixer continuously for 30 minutes, then
visually inspect the mixture for uniformity.
12, If uniform in appearance, remove the hexane solvent
from the mixture in the following manner:
&, Apply a vacuum to the mixer using a water aspirator.
b, Operate the mixer for ten minutes with vacuum, then
visually inspect the mixture for uniformity and
degree of dryness.
¢, If hexane is still present, operate the mixer for
an additional five minutes while vacuum is applied;
then visually inspect the mixture for uniformity

and degree of dryness,

d. If necessary, operate the mixer with vacuum for
one-minute intervals. Continue the one-minute
intervals until the composition is solvent-free

Q
and of a uniform, well-granulated appearance,

13. Transfer the composition from the mixer to an evaporating
i dish, Place the material in a 160°F oven for 16 hours

to remove residual solvent.

PR —

§ ' Universel Motch Corporation Saint Lovis 35, Miseourl, U.SA.
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1 DESCRIPTION OF COMBUSTION
GAS ANALYSES

Ho0 Determination

The mole percent of Hp0 in the combustion gases of the propellants was
determined through a modification of the gas output test (paragraph 1.7).
The manner in which this data was obtained consisted of burning an
accurately weighed propellant sample in the gas evolution bomb, immersing
i the bomb in boiling water, and recording the gas pressure at 100° C, then

immersing the bomb in ice water and recording the gas pressure at 0° c.

Sy

The pressure differential resulting from the 100° ¢ - 0% C temperature

’ oS

reduction was attributed to condensation of the H,0 present in the gases

and was used to determine the mole percent of HZO present in the gases,

The determination was obtained by using the equation:

P g

PV = nRT

[ ———

The above enuation was solved for n (moles) at 100° C and at 0° C, using
the recorded pressures at each temperature and the known volume of the bomb,
The difference in the number of moles of gas at the two temperatures was
considered to be the number of moles of Hzo present. Using the calculated
value for the total moles at 100° C and the feduction in moles at 0° C due

to H20 condensation, the mole percent of Hy0 was determined.
HC1 Determination

The HC1l content in the combustion gases of N-1801 MOD A and N-1825 was

determined by titrating solutions of the gases produced by known weights of

B
H

i Universal Meteh Corperation Seint Lovis 35, Missowri, U.S.A.
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propellant against a standardized sodium hydroxide solution, During the
neutralisation, the pH of the solution was continually monitored on a Beckman
Zeromatic pH meter, The determination consisted of burning accurately
weighed samples of each propellant in a Parr calorimeter bomb containing
% 30 ml of water in the bottom to dissolve the HC1l produced. The bomb was
allowed to stand for approximately 15 minutes, then opened and the solution
filtered. The solution was then titrated against a standard sodium
hydroxide solution while the pH was monitored. The pH was then plotted
against the milliliters of sodium hydroxide solution to determine the end-
point of the titration. The number of moles of HCl present in the solution
was then calculated. The mole percent of H"1 could not be determined from
the data obtained in this test alone, since the total number of moles of

gas produced by the propellant sample was not known.

Chromotographic Analysis

Apparatus
Perkin Elmer Model 154-D Gas Chromatograph Column

Perkin Elmer - Column I - 1/4"-2 meter filled with calcium aluminum silicate

Perkin Elmer - Column J - 1/4".2 meter filled with silica gel
Carrier Gas - Helium |
Detector Voltage - 7 volts
Temperature Column - 28° ¢
x Gas Flow Rate:
Colum I - 200 cc/min-p = 15 psi
| Column J - 75 ml/min-p = 7 psi
. Sample Size - 025 ml

~ Universal Maich Corperation Seint Lovis 35, Missowrl, U.S.A.
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ualitative Analysis

Standardization was accomplished by measuring retention time from injection

of sample to center of election peak.

Column I

Gas Retention Time-short div.

3 3

Hy 1

co 42

Ny 8.5

CHy, 13

HC1 Could not be determined, never elected
Column J

Gas Retention Time-short div.

Ho 1.5

02, N2 3

co L

CHy, 6

NO Not testea(l)

COo 59

(1) Literature indicates it would peak between

CH,, and CO,.

Quantitative Analysis

Quantitative estimation of the components found in the burned gases was

accomplished by the area ratio method. The area under each peak was

“Universel Match Corporation Saint Lovie 38, Missowrl, US.A.




e ]

[Sp—

TR T R | SRS IO e T

.rnnﬁont division

- 65 .

determined by multiplying the peak height times 1/2 peak width at 1/2 peak
height. Each area was then divided by its respective thermal conductivity
difference (difference between thermal conductivity of respective gas and
thermal conductivity of helium). This corrected the areas for any difference
in the conductivity between the gases, This correction factor was not
applicable by itself to hydrogen though. The corrected area of a 0.25 ml
sample of hydrogen was determined to be 6.3 times the calculated area, This

factor makes H2 area approximately equal to area 0.25 ml of other gas

yields.
. Area H, (corr for ) = 0.92 sq mm
Area CO (corr for ) = 5.78 sq mm

54%% = 6.3 (correction factor for H2 area to make it approximately

equal in area to other gases)

Thermal Conductivity of Several Gases

Gas A X 10° )\ = g cal/(sec)(sq cm){°C/cn)
o, 3.39
co 5.42
He  33.60
Hy  39.60
CH, 7.20
N, 5.68

Pa 5.70
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Experimental Data on Propellants

N-5

Area (mmzz
0.84

1.30
3.58
1.49
0.14
0.02

Gas
Hp
N2
co
COz
CHy
02

-66 -

Yole %
11.4
17.7
48.6
20,2
1.9
0.3

Areas for Hz, N2-02, co, 002, CH& determined on Column J. 02-N2 was resolved

and ratio determined on Column I.

from Column J to yield the percent N5 and 0,.

N-1825
Area Smmzz
1.57
2.52
0.07
2.59
1.18
0.22

Ratio was then applied to the combined area

CH,

Mole %
19.3
30.9

0.9
31.8
14.5

2.7

Areas for Hy, 02-N,, CO, €Oy, and CHy, were determined on Column J. Ratio .

of 05 to Ny was determined on Column I.

Seint Lovis 35, Missowri, U.S.A.
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N-1801 MOD A
Area (mzz Gas Mole %
1.68 Hp 16.4
4.58 N2 4.6
R ——— 2.43 co 23.6
1.59 Co2 15.5

Areas for all gases determined on Column J.

Sample Calculations
N.1801 -

Gas - Hz
Peak Height - 11 mm
1/2 peak width at 1/2 peak height - .3 mm

Area at sensitivity 8 = 3.3 mz. As other areas were recorded at a

sensitivity of 16, it is necessary to divide 3.3 by 2. The area at a
sensitivity of 16 would then be 1.6 mmz, To correct for differences in A R
subtract A of He from A of H,.
39.6  of H, x 10
33.6  of H, x 107
; and divide the area by this value

2
1.6 mn . 0,266 m®
! 6

and due to instrumental effects, multiply this by the area correction
| factor of H,, 6.3.
0.266 me x 6.3 =1,68 -
l Now, the total of areas for N-1801 is 10.28 mm.

Mole § = x 100 = 16,4
o ] '
%  Universel Mateh Corporation Selnt Lovis 35, Missowrl, U.S.A.
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- In ation of Data from H»>O, HC C t ¢ Dete tions

In order to integrate the data from the three analyses, it was necessary to
consider that all three had been conducted on the same sample of propellant,
- , thereby giving a constant value for the total moles of gas. Since the total
molar gas evolution was determined by the HyO analysis, this éample vas
selected as representative and was used throughout the calculations on each
propellant. The complete series of calculations used to determipe the mole
percent of each component in the combustion gas from N-1825 is presented

in the following paragraphs as an example of the method.,

N-1825 Combustion Gas Analysis

Percent H0 -

The pressures recorded in gas output test No. 1 were the following:
a. At 100° C - 76 psi (5.17 atmosphere)

b. At 0° C - 46 psi (3.13 atmosphere)

A sample weight of 0.30753 gm was burned in a bomb with 40 ml volume. The

equation

PV = nRT
is solved for n at 100° C and at 0° C.
100°C - PV=nRT
(5.17)(40) = n(82.057)(373)
n = 0,00677 moles
0°c - PV = mRT
(3.13)(40) = n(82.057)(273)
n = 0,00559 moles

"Universal Match Corporation Saint Lovis 38, Missowri, U.S.A.
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A Therefore: 0.00677
) -0.00559
0.00118 molea of Hy0

0,00118
000875 X 100 = 17.4 mole percent Hz0

Percent HCl

24.9 ml of 0.1198 normal sodium hydroxide was required to neutraliz®

the NC1 produced by 0.85332 gm of N-1825. The number of moles of HC

present is determined as follows:
n = (ml)(N)
n = (24.9)(0.1198)
n = 0.00292 moles of HC1
Determining the number of moles of HC1l produced by 0.30753 gm of N-1825
(the sample weight used in the Hy0 determination):

0.00292 . 0.85332
X 0.30753

X 0.00105 moles of HC1

g.gglgg x 100 = 15.5 mole percent HC1 “

Percent Hz, N2, CO, CO2, CHy, and 02. The molar ratio of Hz, N2, CO, COz1

CHy, and 02 was determined by the chromatographic analysis found to be:

Hp =1.5X63 =15 = 19.3% of total gases analyzed by chromatogr]

N, =203 = 2,52 = 30.9% of total gases analyzed by chromatogr
27.92
co = z% 0 = 2,59 = 31,88 of total gases analyzed by chromatogr
28.18 ‘
co, =357 = 1,18 = 14,5 of total gases analyszed by chromatogn
1 30.21
7 %
: - " Seint Lovis 38,
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